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PlayPlayCENTER NXNX™

Advanced Playcenter Kiosk

Pro-Lite’s new PlayCenter NX™ marries the accuracy and familiar appeal of Pro-Lite’s 
updatable LED jackpot sign with engaging LCD touch screen interaction.  Simple easy-to-use 
touch screen technology, bold high res images and a fully programmable jackpot display 
transform the traditional kiosk or play center, to attract and engage the player for enhanced 
sales and a streamlined play and purchase process. Of solid construction, PlayCenter NX™ 
combines advanced digital display; customized digital media, graphic design and layout, to 
represent the ultimate in Lottery Play Center Kiosk.
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PlayCenter NX™ 


•

•

•
•

Custom display options include:
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A Total Gaming Experience.



™




potLED Jackp



D19” LCD
singAdvertis

Screen

chscreen;Touc10” To
andstan45º s

Backlit Gklit Graphphphic

LED JackpotLED Jackpot



32” LCDD
Advertirtising g Screen

10” Touc een;chscree
45º stanand

hicBacklit Graph

• ”
• 
• 
• 
• 
• 
• 


• 
• 
• 
• 
• 
• ”””””
• ””

SStandard SSpecifications  

HHousing  

Series I 
Overall = 75” (H) x 24” (W) x 18” (Deep) 
Counter Space = 25" (L) x 10" (W) 
Counter Height from floor = 40" 

Series II 
Overall = 83.85” (H) x 23.25” (W) x 20” (Deep) 
Counter Space = 26" (L) x 10" (W) 
Counter Height from floor = 38" 

TTicket Tray 

Size 3.75"(W)x .2" (L) x 8"(H) 
Pockets 3 pockets per holder, each pocket 3.5"(L) x 1.5"(W) x 6"(Deep) 
Color Crystal Clear 

LLCD  SSpecifications  

Advertising LCD 
display 

19” = 16:9, 1280 x 720p 
32” = 16:9, 1920 x 1080p 

Touch screen 
display 

10” = 16:9, 1280 x 720p; Android OS, touch screen, player 
interactive game play guide and lucky number app built-in. 

Content upload USB drive, SD card, optional WiFi 

DDigital JJackpot HHeader  

Header size 22.5"(W) x 11.25"(H) 

Jackpot window Default = 2 side-by-side jackpot windows 
Optional = 1 - 6 jackpots 

LED Digit 
Default = 3” digits; solid segments 
Optional = 4 - 6 digits 

Digit brightness 1500 Lux. 
DDigital Jackpot CCommunication  

Wireless technology USB to RF transceiver, Wireless IT, WirelessMW 
Wireless distance 
(Transmitter and sign) 

Default = 300ft  (Line-of-sight) 
Optional = 1000ft  (Line-of-sight) 

Wireless frequency 432.70 – 434.91 MHz 
Communication 
encryption 

Default = Standard encryption 
Optional = DES encryption 

Baud rate 9600 bps 
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